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FibreGuard Dome Closure
Fiber Closure Summary
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FibreGuard Dome Closures

*Available in 3 sizes
FibreGuard 500 - 130mm x 515mm (5.0” x 20.5”)
FibreGuard 650 — 165mm x 600mm (6.5” x 24.5")
FibreGuard 800 — 203mm x 700mm (8.0” x 28.5")

A
—

-__.“

{

-

RS
& : » Easy to use grommet system simplifies assembly

 Cable entry port accepts a 25.4mm (1") max cable diameter

» Multi hole and single hole grommets available to accept drops

* Fiber organizer uses a flip tray system

* No special tools or torque sequences required

* Collar system allows quick re-entry

Tested in accordance to Telcordia GR-771 CORE
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FibreGuard Dome Closure
Fiber Closure Summary

FibreGuard Dome Closures

* Configurations Available

@ PREFORMED LINE PRODUCTS
& The commaction you can count en.

* FibreGuard 500 - supports up to 96 single fusion

 Contains 2 drop ports, 1 express port

* FibreGuard 650 — supports up to 144 single fusion
 Contains 3 drop ports, 1 express port

* FibreGuard 800 — supports up to 288 single fusion
» Contains 5 drop ports, 1 express port

» See FibreGuard sell sheet for details and accessories

() (CONMUNICATIONS) @D ENERGY 5 NON-UTILITY

= PREFORMED LINE PRODUCTS

The conneciion you can count on.




COYOTE Dome Closures
Fiber Closure Summary COYOTE Dome Closures

* Available in 3 sizes
«6.5" x 17" (17cm x 43cm)
*6.5" x 22" (17cm x 56¢cm)
« 9.5” x 28" (24cm x 71cm)

» Segmented end plate design

* Allows independent access to each cable port
* Allows for multiple express loops in one closure

» Each port accepts a max cable diameter of 31.7mm

» Easy to use grommet system simplifies assembly

* Multi hole grommets allow for high drop capacities
* No special tools or torque sequences required

* Closures come fully assembled to minimize parts to handle

* Collar system allows quick re-entry

*Tested in accordance to Telcordia GR-771 COREbyan
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COYOTE Dome Closures

Fiber Closure Summary

COYOTE Dome Closures

* Available configurations
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whole new package

covore one ciosores Al ] - » 8006944 — 6x17" for Buffer Tube
-3 1 _ » Max Capacity up to 120 single fusion
«8006877 — 6x22” for Buffer Tube

» Max Capacity up to 240 single fusion
» 80061055 — 9.5” x 28" for Buffer Tube

» Max Capacity up to 480 single fusion
» 80061057 — 9.5” x 28" — All Trays

» Max Capacity up to 720 single fusion

€ commusications @) eweRcY @ SPECIAL INDUSTRIES @ DATA COMMUNTCATIONS 0 SOLAR

CCYOTE

FIBER OPTICS

* Designs to support inline applications are also available

* Configurations also available to support Ribbon cables
see COYOTE Dome Closure sell sheet for more details
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COYOTE Classic Closures

Fiber Closure Summary

COYOTE Classic Closures

* Available in 5 sizes
* COYOTE Closure 8.5” x 22” with 6 or 4 port end plate
* COYOTE Closure 6.5” x 22” with 6 or 4 port end plate
* COYOTE Pup 6.5” x 17" with 6 or 4 port end plate
* COYOTE Expanded Runt with 3port end plate
* COYOTE Runt with 3 port end plate

» Multi section end plate designs with Lock Tape Sealing system
* Range of single and multi hole urethane grommets available

» Designed for below grade, aerial and direct buried applications
*Tested in accordance to Telcordia GR-771 CORE
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COYOTE Classic Closures

Fiber Closure Summary

COYOTE Classic Closures

* Review the specific sell sheet for the COYOTE Classic
Closures to determine the best fit for your application

COYOTE Closures

COYOTE PUP Closure

COYOTE RUNT Closure




COYOTE Terminal Closures

Fiber Closure Summary

COYOTE Terminal Closure

* Available in two closure configurations
* Single Chamber supporting up to 12 external adapters
*45cm L x 25cm W x 15cm H (17.5” x 10” x 67)

* 4 Cable entry ports accepting 31.7mm dia. Max

» Dual Chamber supporting up to 24 external adapters
*45cm L x 25cm W x 30cm H (17.5” x 10" x 127)

» 8 Cable entry ports accepting 31.7mm dia. Max

» Easy to use grommet system simplifies assembly

» Covers can be changed in field to increase capacity

» Hardened adapters can be installed/removed in field as needed
* Provided with pigtail kits

* No special tools or torque sequences required

*Tested in accordance to Telcordia GR-771 CORE




COYOTE Terminal Closures

Fiber Closure Summary

COYOTE Terminal Closures

* Available configurations
» 8006953 — 4 Port Terminal (Single Chamber)
» 8006954 — 6 Port Terminal (Single Chamber)
» 8006955 — 8 Port Terminal (Single Chamber)
» 80061067 — 12 Port Terminal (Single Chamber)
» 8006991 — 8 Port Terminal (Dual Chamber)
» 800011830 — 12 Port Terminal (Dual Chamber)
» 800012605 — 24 Port Terminal (Dual Chamber)
» 800011839 — Dual Chamber Empty

* Other configurations and connector counts are available.
See COYOTE Terminal Closure sell sheet for more details



COYOTE Micro Terminal Closure

Fiber Closure Summary

COYOTE Micro Terminal Closure

» Compact Size: 20cm L x17cmW x4cm D (8" x 7" x 1.57)
» Contains 4 OptiTap adapters and 1 fitting to receive feeder cable

* Designed to be mounted to building exteriors above ground

* Integrated cover seal keeps out rain

* Internal splice tray to splice feed fiber to pigtails connected to adapters
* No special tools or torque sequences required

* Ideal terminal for apartment and multi dwelling units

* 8 Optitap design currently in development




COYOTE Inline Runt Closures

Fiber Closure Summary

COYOTE Inline Runt

» Compact Size: 44cm L x 25cm W x 9cm H (17.5” x 10” x 3.5”)
» Splice Capacity: up to 96 single fusion

* 4 entry ports accepting a 31.7mm (1.25”) max cable diameter
* High drop capacity — see grommet chart in sell sheet

» Hermetically sealed, free-breathing and flame retardant designs
» Easy to use grommet system simplifies assembly

» Hinged cover to minimize parts to handle during re-entry

* Internal organizer supports buffer tube or ribbon applications
» Cover can be changed in field to create a Terminal closure

* Full line of mounting hardware available

* No special tools or torque sequences required

*Tested in accordance to Telcordia GR-771 CORE



COYOTE Inline Runt Closures

Fiber Closure Summary

COYOTE Inline Runt

* Available configurations
» 8006951 — Hermetically Sealed Inline Runt
» 8006952 — Free Breathing Inline Runt
» 80061049 — Flame Retardant Inline Runt

* Other configurations can be created to support your
specific application needs. See COYOTE Inline Runt sell
sheet for more details.



COYOTE Aerial Drop Closure

Fiber Closure Summary

COYOTE Aerial Drop Closure

* Aerial Free-Breathing Applications ONLY
* Designed for end of line drop applications
» Compact Size: 23cm W x 42cm L x 6.5cm D

» Max Splice capacity: 48 single fusion / 24 mechanical with LITE-
GRIP Splice Platform system.

» Easy to use grommet system - multi and single hole grommets
* 4 Grommet ports each accepting up to 31.7mm max cable dia
» No special tools required for assembly

» Hinged cover reduces parts to handle upon re- entry

» Provided with adjustable hanger bracket

» See COYOTE Aerial Drop Closure sell sheet for more details.



COYOTE LCC (Low Count Closure)

Fiber Closure Summary

COYOTE LCC

» Compact Size: 43cm L x 18cmW x 7cm H (17" x 7" x 2.57)
» Capable of butt or inline applications
 Designed for aerial, below grade or direct buried applications
*Available in two closure configurations
* Design to support single fusion splicing — 24 splices Max
* Design to support Ribbon, mechanical splicing or splitters
» Mechanical — 12 splices Max
* Ribbon — (6 ) 12 fiber ribbon splices Max (72 fibers)
» Easy to use grommet system simplifies assembly
» 2 Cable entry ports accepting 31.7mm Max cable dia.
* No special tools or torque sequences required
*Tested in accordance to

* Ideal for low count or fiber repair applications



COYOTE LCC (Low Count Closure)

Fiber Closure Summary

COYOTE LCC

* Available in two styles

» Configurations to support single fusion splices
*COYLCC-F001
*COYLCC- FO02
*COYLCC- F004
*COYLCC-FO005

*Configurations to support ribbon or mechanical splices
*COYLCC-F003

* All COYOTE LCC kits include (2) grommets, (1) splice
platform / blocks and cable restraint hardware

e See COYOTE LCC sell sheet for more details on contents of
each closure kit



COYOTE MPC (Multi Purpose Closure)

Fiber Closure Summary

COYOTE MPC

* Size: 41cm L x 36cm W x 10cm D (16" x 14" x 47)
» 8 Cable entrance ports around closure exterior

» Entrance ports sized to accept PLP grommet adapter ports
and commercially available fittings

» Easy to use grommet system — 7 different multi and single
hole grommets to choose from

* Constructed with UV stabilized flame retardant compounds to
permit indoor or outdoor use

* Integrated rubber seal eliminates water entry

* Interior hole pattern allows for custom organization of interior
using the variety of accessories available

* Designs also available to support adapter panel applications
» See COYOTE MPC sell sheet for more details



COYOTE MPC (Multi Purpose Closure)

Fiber Closure Summary

COYOTE MPC

» Three Standard Configurations Available

* COYMPC-001 — (1) 4 hole grommet kit and (1)
organizer clip kit

* COYMPC-002 — (1) 4 hole grommet kit (1) 8 hole
grommet kit, (1) bulkhead with 2 OptiTap adapters, (1)
organizer clip kit, (1) storage bracket kit, (1) adapter
shroud

* COYMPC-003 — (1) Stepped grommet kit, (2) organizer
clip kits

* Other configurations can be created to support your
applications. See COYOTE MPC sell sheet for more details




COYOTE Fiber Wall Plates

Fiber Product Summary

Fiber Storage / Adapter Connection

Fiber Splice / Fiber Storage

COYOTE Fiber Wall Plates

» Two Designs
* Fiber Storage / Adapter Connection
¢ Size: 10cm W x 15cm L x 2.5cm D (4" x 6” x 17)
* Provided with SCAPC Adapter
* Available in two colors: White or Alimond
» Hinged door to protect adapter when jumper is removed
* Fiber Splice / Fiber Storage
e Size 11lcmW x 13cm L x 2cm D (4.5" x 5” x .87")
* Available in White
» Compact size permits use in small areas

» Wall plates provide a cost effective demarcation point for fiber
inside the home / apartment with existing or new home construction



COYOTE Fiber Wall Plates

Fiber Product Summary

COYOTE Fiber Wall Plates

» Three Designs
» 8006992W - for fiber storage and adapter connection
» 8006992 |V — for fiber storage and adapter connection

» 80061045 — for fiber splicing and slack storage

* See COYOTE Fiber Wall Plate sell sheet for more details



COYOTE Splice Trays

Fiber Product Summary

COYOTE Splice Trays

 Ten different designs available

* Low profile trays for high splice density applications using
single fusion

 Standard thickness trays for medium density applications
using single fusion, mechanical or ribbon splice protectors

» Maximum thickness trays for high density applications using
single fusion, ribbon or mechanical splice protectors

* The COYOTE LITE-GRIP Splice Tray family provides the
widest splice tray on the market but is capable of being used
In compact size closures.

* The COYOTE LITE-GRIP Splice Tray’s unique design
eliminates tie wraps and reduces the potential for fiber
damage during installation

» See COYOTE Splice Tray sell sheet for part numbers and splice
closure capacity values.



COYOTE PLC Splitter Modules

Fiber Product Summary

COYOTE PLC Splitters

* Four different split counts available
 Split Counts: 1x4, 1x8, 1x16, 1x32
» 1x64 split count available upon request
» Connectorized output legs available upon request

» Small compact design allows modules to be installed and
spliced on the same tray. Installing multiple splitters on the
same tray is also possible

 Tested in accordance to Telcordia GR-1209 and GR-1221
» Performance data sheet provided with each module

*See COYOTE PLC Splitter sell sheet for performance and
splice tray compatibility data.



COYOTE Stainless Closure

Fiber Closure Summary

COYOTE Stainless Closures

» Most rugged closure available on the market.

« Stainless steel exterior with rubber interior for sealing
* Closure Diameters: 4”, 6.5", 87, 9.5” and 12.5”

* Offered in multiple lengths 25", 28", 38" and 45"

» For demanding vault, below grade, direct buried or aerial
applications

» Used heavily in central office applications when flame retardant
closures are required

» Custom drillable or sealing washer end plates systems available
* Range of grommets are available

 Contact PLP for details concerning the closure needed for your
application



Axcess Solutions Cabinets

Fiber Product Summary

Axcess Solutions Cabinets

» Constructed from 16 gage steel protected by a durable powder
coated finish. Available in two colors — almond and black

* Pre-terminated and 100% tested to reduce your installation labor
» Cabinets and rack designs supporting up to 288 fibers

* UPC or APC fiber polishes

* Color coated pigtails to simplify installation

» Accepts COYOTE Splice Trays

* Review details of the AXCESS Solutions sell sheet or contact
your PLP representative concerning your specific application




Fiberlign Support Hardware - ADSS

Product Summary

Inserts Installed | Support Mode

Fiberlign Aluminum Suspension & Support

* 600’ (243m) Max. Spans w/o structural reinforcing rods

» 1200’ (366m) with structural reinforcing rods in Suspension

» Support 20°Max. Line Angles

» Suspension with or without structural reinforcing rods 30°Max

» Aluminum housings with hinged lid/halves & elastomeric cable inserts
» Housing w/o inserts can be used during stringing operation

» Design permits housings to be stacked off one pole connection point,
minimizing pole connection space

Suspension with “S” mounting
hardware — shackle & eye-nut

Stringing Mode Stacked Housings




Fiberlign Support Hardware - ADSS

Product Summary

Fiberlign Dielectric Support for ADSS

* Designed for shorter spans where vertical cable loading does not
exceed approximately 1000 Ibs

* In general approximate recommended span lengths are:
» 183m (600 ft) for cables < 25.4mm (1") O.D.
* 92m (300 ft) for cables 25.4mm (1”) O.D.

* When in doubt contact PLP for specific span limitations for your
application

» Housing material is highly abrasion resistant and allows FDS to be
used as a stringing traveler

 Can be bolted or banded to concrete, metal or wood poles

» Cushion material gently grips cable O.D.




Fiberlign Support Hardware - ADSS

Product Summary

Fiberlign Lite and Tangent Supports for ADSS

» Adapts to all fiber drop designs — round and flat ADSS and Figure 8 profiles

» Supports span lengths up to 91.4m (300ft) NESC Heavy — backbone and drops
* Line angles up to 20 degrees

» Accepts two cables per housing. Housings can be stacked for 4 or more cables
» Serves as a stringing block for line angles up to 10 degrees

» Constructed of a hard urethane UV resistant material

* Cable inserts constructed of a softer urethane compound
» Designed for bolting or strapping the assembly to poles

» See the Fiberlign Lite sell sheet for more details




Fiberlign Support Hardware - ADSS

Product Summary

Drop Cable Dead
Ends

Formed Wire Support Products

» Easy installation. No special tools required
* Drop Cable Dead Ends

» Adapt to all ADSS drop designs — round and flat profiles.
Connect to conventional fittings — diameter fittings, thimbles used
at J hooks, C-link adapters for ram hooks, etc.

» Midspan Drops
* Attach to backbone ADSS up to 25.58mm (1.007”) diameter

« Connect one or two drops

» See the Fiberlign ADSS sell sheet for more details

Midspan Taps

Tangent Support Lashed Midspan Tap




Fiberlign Support Hardware - ADSS

Product Summary

Fiberlign CLAS Storage System
» Designed for all dielectric self supporting cables (ADSS)
* Allows storage for cables up to 25.4mm (1”) in diameter

» Center Lock Hinged design maximizes ease of installation by
allowing the assembly to rest on the cables while securing in place

* Long hinge distributes load along cable interface

* Requires no metal fasteners or special tools to install. Provided
with heavy duty UV resistant straps to secure assembly.

* For more details and part numbers available see the Fiberlign

CLAS Storage System sell sheet
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Location in Network

Central Office / Multi Dwelling Units / Apartment Buildings
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COYOTE Stainless

Axcess Solutions
Cabinets




Location in Network
High or Medium Splice Capacity Applications

FibreGuard
Domes

COYOTE Domes

COYOTE
Stainless

COYOTE
Classic




Location in Network

Medium Splice Capacity Applications
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FibreGuard
Domes

COYOTE Domes

COYOTE
Terminals




Location in Network
Small Splice Capacity and Drop Applications

Coyote Inline Runt

COYOTE
Terminals

Coyote LCC
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Coyote Runt

Coyote Aerial Drop




Location in Network
Low Splice Capacity, Drop and Drop Repair Applications
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Coyote LCC

Coyote Micro
Terminal

Coyote Aerial
Drop

Coyote Runt




Location in Network

Customer Dwelling (outdoor) Demarcation Point Applications
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Coyote MPC

Coyote Micro
Terminal

COYOTE Terminals




Location in Network

Customer Dwelling (indoor) Demarcation Point Applications

Wall Plate

O Store/Patch

Coyote MPC

Wall Plate
Splice/Store




Location in Network

Spliced inside any closure

COYOTE PLC Splitter Modules




Location in Network

Support Hardware

FDS FAS
Dead Ends CLAS Storage
Tangent Support Midspan Tap




